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SPECIFICATIONS

TRICRUISER

450W of Power from a DC Earth Magnet Motor 

EV Rated SLA Type, Locking Plug and Play 
Battery Box Design, 36V / 12AH Pack, (3) 
12V / 12AH Valve Regulated, Rechargeable

UL Listed Currie Smart Charger with LED 
Status Display

Exclusive Currie Electro-Drive™ 36 Volt Fully 
Potted with Power Gauge Function

Up to 15 mph / 24 km (Rider Weight, Rider 
Input and Terrain Contingent)

Up to 30 - 35 Miles / 48 - 58 km with Normal 
Pedaling (Rider Weight, Rider Input and Terrain 
Contingent)
Exclusive Currie Electro-Drive™ System with 
Geared Motor

Alloy Linear Pull Front and Band Brake Rear, 
Alloy Brake Inhibit Lever

Heavy Duty Alloy 24” x 1.75" Rims with Full 
Fenders

Currie 24" x 2.0”, Slime Self-Sealing Flat Tire 
Prevention System

Cruiser Bars with Dual Density Grips

Unicrown, Fender Eyelets

Power On/Off Switch, Easy Access Charger 
Port in Removable Battery Pack,Twist Throttle 
with Battery Indicator

Extra Wide Comfort Saddle
Exclusive Currie Trike Crusier Design with 
Cr-Mo Frame

Alloy Crankset, Chainguard, Resin Dual Sided 
Pedals

107 lbs / 49 kg

Low Step Thru (Unisex)
Low Step Thru Frame Design Allows Easy Movement On and Off the Bike

36v12a SLA Battery Pack for Improved Range and Motor Efficiency

Simple “Twist and Go” Throttle is Easy to Use

Real Transportation at Speeds up to 15 mph / 24 km and Range up to 30 - 35 Miles / 48 - 58 km 
with Normal Pedaling (Rider Weight, Rider Input and Terrain Contingent)
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